
How to Install LAN Version

1. Insert the MIDAS Program CD into the CD ROM Driver.

2. Follow the instructions of the InstallShield Wizard to install the program in a desired folder.

3. When the installation window for Protection Lock Driver appears as below, select "LAN

Server" for the Server Computer and select "Stand alone or LAN client" for Client

Computer(s) followed by clicking the Next button. Select "Do not install" if the Protection

Lock Driver has been previously installed in the computer. (Server Computer is the one to

which the lock is connected.)
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4. Click the Finish button when the Completion window for Program Installation appears.

For proper operation of the program, reboot the computer. Rebooting may take place

after installing all the programs provided if more than one program is being installed.

5. Connect the lock to the Server Computer. If more than one lock is provided, connect all 

the locks together.
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6. After starting the Program, click Help>Register Protection Key Menu.
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7.

Note:

If the program is not working with the dynamic IP of server computer, the IP address

which is shown in the figure below can be applied for the server computer. For client

computers, the computer name or IP address of the server computer should be applied.

If the lock is detected to your USB port directly, please define the server name as

'localhost'.

Enter the Protection Key ID. As shown below, select ŗKey TypeŘ and ŗProtocolŘ as Network

and TCP/IP (in general cases) respectively. Lastly, check on the ŗServer Name or IP AddressŘ,

and enter the Name or IP Address of the Server Computer, which must be entered in both

the Server and the client computers.
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8. Click New File to begin.

Note:

The program should be installed on all machines which are planned to be used and

the dongle should be connected to one among those.
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